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2233.01.01

Operating pressure: 6 bar
Rotation angle 90O

Temperature range: from -30˚C to +100˚C
Connection dimensions 

for drive elements: NAMUR G1/4

Construction materials:
Body - aluminium

TECHNICAL SPECIFICATIONS

DOUBLE-ACTING ACTUATOR

SINGLE-ACTING ACTUATOR, SPRING RETURN

Value Torque [Nm] at 6 bar airflow ISO Rod Order numbers

20 19 F5 14 85.0001.ADA20
40 41 F5 14 85.0001.ADA40

80 77 F5/F7 17 85.0001.ADA80

130 118 F5/F7 17 85.0001.ADA130

200 175 F7/F10 17 85.0001.ADA200

300 291 F7/F10 22 85.0001.ADA300

500 433 F10 22 85.0001.ADA500

850 718 F10/F12 27 85.0001.ADA850

1200 1038 F10/F14 36 85.0001.ADA1200

1750 1413 F14 36 85.0001.ADA1750

Value
Torque [Nm] at 6 bar airflow 

ISO Rod Order numbers
air opening spring closing

20 14 10 F5 14 85.0001.ASR20
40 26 17 F5 14 85.0001.ASR40
80 51 37 F5/F7 17 85.0001.ASR80

130 80 64 F5/F7 17 85.0001.ASR130
200 113 84 F7/F10 17 85.0001.ASR200
300 190 126 F7/F10 22 85.0001.ASR300
500 283 205 F10 22 85.0001.ASR500
850 488 367 F10/F12 27 85.0001.ASR850

1200 698 502 F10/F14 36 85.0001.ASR1200
1750 877 578 F14 36 85.0001.ASR1750

ROTARY ACTUATORS

3



3

224 3.02.01

ROTARY ACTUATORS
double flange butterfly valves
pneumatically and electrically operated 

TECHNICAL SPECIFICATIONS

TECHNICAL SPECIFICATIONS

Temperature range: from -10˚C to +90˚C for version 1121
from -10˚C to +110˚C

Max. operating pressure 16 bar
Construction materials:

Body - cast iron
Seals - EPDM, NBR
Flap - stainless steel, cast iron

Temperature range: from -10˚C to +110˚C
Max. operating pressure 16 bar

Construction materials:
Body - cast iron

Bracket - aluminium
Seals - NBR
Flap - stainless steel, nickel-plated cast iron

Value
Order numbers

2-way operation spring return
1150 1151 1152 1153 1150 1151 1152 1153

32-40 85.1150.DA040 85.1151.DA040 85.1152.DA040 85.1153.DA040 85.1150.SR040 85.1151.SR040 85.1152.SR040 85.1153.SR040
50 85.1150.DA050 85.1151.DA050 85.1152.DA050 85.1153.DA050 85.1150.SR050 85.1151.SR050 85.1152.SR050 85.1153.SR050
65 85.1150.DA065 85.1151.DA065 85.1152.DA065 85.1153.DA065 85.1150.SR065 85.1151.SR065 85.1152.SR065 85.1153.SR065
80 85.1150.DA080 85.1151.DA080 85.1152.DA080 85.1153.DA080 85.1150.SR080 85.1151.SR080 85.1152.SR080 85.1153.SR080

100 85.1150.DA100 85.1151.DA100 85.1152.DA100 85.1153.DA100 85.1150.SR100 85.1151.SR100 85.1152.SR100 85.1153.SR100
125 85.1150.DA125 85.1151.DA125 85.1152.DA125 85.1153.DA125 85.1150.SR125 85.1151.SR125 85.1152.SR125 85.1153.SR125
150 85.1150.DA150 85.1151.DA150 85.1152.DA150 85.1153.DA150 85.1150.SR150 85.1151.SR150 85.1152.SR150 85.1153.SR150
200 85.1150.DA200 85.1151.DA200 85.1152.DA200 85.1153.DA200 85.1150.SR200 85.1151.SR200 85.1152.SR200 85.1153.SR200
250 85.1150.DA250 85.1151.DA250 85.1152.DA250 85.1153.DA250 85.1150.SR250 85.1151.SR250 85.1152.SR250 85.1153.SR250
300 85.1150.DA300 85.1151.DA300 85.1152.DA300 85.1153.DA300 85.1150.SR300 85.1151.SR300 85.1152.SR300 85.1153.SR300
400 85.1150.DA400 85.1151.DA400 85.1152.DA400 85.1153.DA400 85.1150.SR400 85.1151.SR400 85.1152.SR400 85.1153.SR400

Connection 
thread

Order number
2-way operation spring return

32-40 85.1135.DA040 85.1135.SR040
50 85.1135.DA050 85.1135.SR050
65 85.1135.DA065 85.1135.SR065
80 85.1135.DA080 85.1135.SR080

100 85.1135.DA100 85.1135.SR100
125 85.1135.DA125 85.1135.SR125
150 85.1135.DA150 85.1135.SR150
200 85.1135.DA200 85.1135.SR200
250 85.1135.DA250 85.1135.SR250
300 85.1135.DA300 85.1135.SR300
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ROTARY ACTUATORS
double flange butterfly valves

pneumatically and electrically operated

Temperature range: from 10˚C to +110˚C for versions 1125 and 1123
from 10˚C to +90˚C for version 1121

Max. operating pressure 16 bar
Construction materials:

Body - cast iron GG25
Seals - EPDM (version 1125/1123), NBR (version 1121)

Disc - for version 1125 - disc made of nickel-plated cast iron GGG40
- for version 1123, 1121 disc made of stainless steel CF8M

Temperature range: from -10˚C to +110˚C  
Max. operating pressure 16 bar

Construction materials:
Body - cast iron GG25
Seals - EPDM

Disc - stainless steel CF8M

TECHNICAL SPECIFICATIONS

TECHNICAL SPECIFICATIONS

Value
Order number

2-way operation spring return
1125 1123 1121 1125 1123 1121

32-40 85.1125.DA040 85.1123.DA040 85.1121.DA040 85.1125.SR040 85.1123.SR040 85.1121.SR040
50 85.1125.DA050 85.1123.DA050 85.1121.DA050 85.1125.SR050 85.1123.SR050 85.1121.SR050
65 85.1125.DA065 85.1123.DA065 85.1121.DA065 85.1125.SR065 85.1123.SR065 85.1121.SR065
80 85.1125.DA080 85.1123.DA080 85.1121.DA080 85.1125.SR080 85.1123.SR080 85.1121.SR080

100 85.1125.DA100 85.1123.DA100 85.1121.DA100 85.1125.SR100 85.1123.SR100 85.1121.SR100
125 85.1125.DA125 85.1123.DA125 85.1121.DA125 85.1125.SR125 85.1123.SR125 85.1121.SR125
150 85.1125.DA150 85.1123.DA150 85.1121.DA150 85.1125.SR150 85.1123.SR150 85.1121.SR150
200 85.1125.DA200 85.1123.DA200 85.1121.DA200 85.1125.SR200 85.1123.SR200 85.1121.SR200
250 85.1125.DA250 85.1123.DA250 85.1121.DA250 85.1125.SR250 85.1123.SR250 85.1121.SR250
300 85.1125.DA300 85.1123.DA300 85.1121.DA300 85.1125.SR300 85.1123.SR300 85.1121.SR300

Value
Order number

UM/UV SA/NA*
32-40 85.UMUV.3240 85.SANA.3240

50 85.UMUV.0050 85.SANA.0050
65 85.UMUV.0065 85.SANA.0065
80 85.UMUV.0080 85.SANA.0080

100 85.UMUV.0100 85.SANA.0100
125 85.UMUV.0125 85.SANA.0125
150 85.UMUV.0150 85.SANA.0150
200 85.UMUV.0200 85.SANA.0200 
250 85.UMUV.0250 85.SANA.0250
300 85.UMUV.0300 85.SANA.0300

*version with butterfly valve position indicator
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Temperature range: from -10˚C to +100˚C  
Max. operating pressure 10 bar

Construction materials:
Body - brass CW617N

Ball - brass CW617N
Seals - NBR, PTFE

TECHNICAL SPECIFICATIONS

SA

UM

Value
Order numbers

Ball valve 3-way valve type L 3-way valve type T
UM SA* UM SA* UM SA*

G1/4 85.0502.UM014 85.0502.SA014 85.0513.UM014 85.0513.SA014 85.0514.UM014 85.0514.SA014

G3/8 85.0502.UM038 85.0502.SA038 85.0513.UM038 85.0513.SA038 85.0514.UM038 85.0514.SA038

G1/2 85.0502.UM012 85.0502.SA012 85.0513.UM012 85.0513.SA012 85.0514.UM012 85.0514.SA012

G3/4 85.0502.UM034 85.0502.SA034 85.0513.UM034 85.0513.SA034 85.0514.UM034 85.0514.SA034

G1 85.0502.UM100 85.0502.SA100 85.0513.UM100 85.0513.SA100 85.0514.UM100 85.0514.SA100

G1 1/4 85.0502.UM114 85.0502.SA114 85.0513.UM114 85.0513.SA114 85.0514.UM114 85.0514.SA114

G1 1/2 85.0502.UM112 85.0502.SA112 85.0513.UM112 85.0513.SA112 85.0514.UM112 85.0514.SA112

G2 85.0502.UM200 85.0502.SA200 85.0513.UM200 85.0513.SA200 85.0514.UM200 85.0514.SA200

G2 1/2 85.0502.UM212 85.0502.SA212 85.0513.UM212 85.0513.SA212 85.0514.UM212 85.0514.SA212

G3 85.0502.UM300 85.0502.SA300 85.0513.UM300 85.0513.SA300 85.0514.UM300 85.0514.SA300

G4 85.0502.UM400 85.0502.SA400 85.0513.UM400 85.0513.SA400 85.0514.UM400 85.0514.SA400

ROTARY ACTUATORS
pneumatically and electrically operated
ball valves

Temperature range: from -10˚C to +100˚C
Max. operating pressure 10 bar

Construction materials:
Body - brass CW617N

Ball - brass CW617N
Seals - NBR, PTFE

TECHNICAL SPECIFICATIONS

2-WAY VALVE

3-WAY VALVE

Connection 
thread

Order number
Type L Type T

2-way opera-
tion

spring  
return

2-way opera-
tion

spring  
return

G1/4 85.0513.DA014 85.0513.SR014 85.0514.DA014 85.0514.SR014
G3/8 85.0513.DA038 85.0513.SR038 85.0514.DA038 85.0514.SR038
G1/2 85.0513.DA1012 85.0513.SR012 85.0514.DA1012 85.0514.SR012
G3/4 85.0513.DA034 85.0513.SR034 85.0514.DA034 85.0514.SR034

G1 85.0513.DA100 85.0513.SR100 85.0514.DA100 85.0514.SR100
G1 1/4 85.0513.DA114 85.0513.SR114 85.0514.DA114 85.0514.SR114
G1 1/4 85.0513.DA112 85.0513.SR112 85.0514.DA112 85.0514.SR112

G 2 85.0513.DA200 85.0513.SR200 85.0514.DA200 85.0514.SR200

Connection thread
Order numbers

2-way operation spring return
G1/4 85.0502.DA014 85.0502.SR014
G3/8 85.0502.DA038 85.0502.SR038
G1/2 85.0502.DA012 85.0502.SR012
G3/4 85.0502.DA034 85.0502.SR034

G1 85.0502.DA100 85.0502.SR100
G1 1/4 85.0502.DA114 85.0502.SR114
G1 1/2 85.0502.DA112 85.0502.SR112

G 2 85.0502.DA200 85.0502.SR200
G2 1/2 85.0502.DA212 85.0502.SR212

G3 85.0502.DA300 85.0502.SR300
G4 85.0502.DA400 85.0502.SR400

3.03.01

*Version with valve position indicator



3

227

Temperature range: from -10˚C to +110˚C
Max. operating pressure 16 bar

Construction materials:
Body - cast iron GG25
Seals - EPDM

Disc - nickel-plated cast iron GGG40

Value

Order numbers

hand lever drive 
geared*

1125 1125
32-40 85.1125.040 -

50 85.1125.050 -
65 85.1125.065 -
80 85.1125.080 -

100 85.1125.100 85.1125.102
125 85.1125.125 85.1125.107
150 85.1125.150 85.1125.152
200 85.1125.200 85.1125.202
250 85.1125.250 85.1125.252
300 85.1125.300 85.1125.302

TECHNICAL SPECIFICATIONS

* sizes 350 – 1000 mm provided after prior technical consultation

ROTARY ACTUATORS
double flange butterfly valves

Temperature range: from -10˚C to +110˚C
Max. operating pressure 16 bar

Construction materials:
Body - cast iron
Seals - EPDM

Disc - for version 1135 - disc made of nickel-plated cast iron GGG40
- for version 1133 disc made of stainless steel CF8M

TECHNICAL SPECIFICATIONS

Value
Order numbers

hand lever geared drive
1135 1133 1135 1133

40 85.1135.040L 85.1133.040L - -
50 85.1135.050L 85.1133.050L - -
65 85.1135.065L 85.1133.060L - -
80 85.1135.080L 85.1133.080L - -

100 85.1135.100L 85.1133.100L 85.1135.100G 85.1133.100G
125 85.1135.125L 85.1133.125L 85.1135.125G 85.1133.125G
150 85.1135.150L 85.1133.150L 85.1135.150G 85.1133.150G

200/10* 85.1135.200L 85.1133.200L 85.1135.200G 85.1133.200G
200/16* 85.1135.201L 85.1133.201L 85.1135.201G 85.1133.201G
250/10* 85.1135.250L 85.1133.250L 85.1135.250G 85.1133.250G

250/16** 85.1135.251L 85.1133.251L 85.1135.251G 85.1133.251G
300/10* 85.1135.300L 85.1133.300L 85.1135.300G 85.1133.300G

300/16** 85.1135.301L 85.1133.301L 85.1135.301G 85.1133.301G

Note: when ordering, please specify the mounting option:
* mounting acc. to PN10
** mounting acc. to PN16

3.04.01
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Type Description Order number

SP 012 two mechanical SPDT contacts, 
silver coated 250V - 5A 85.0460.012N

SP 732 two inductive sensors PNP 
10 - 30V DC P+F NBB2 V3 E2 85.0460.014N

Type Description Order number

SM 012 two mechanical SPDT contacts, 
silver coated 250V - 5A 85.0460.512N

SM 732 two inductive sensors PNP 
10 - 30V DC P+F NBB2 V3 E2 85.0460.514N

Type Description Order number

APL 
210

two mechanical contacts SPDT 
250V - 5A 85.0460.000N

SP - Universal limit switches IP 65

APL - Limit switches IP 67 
for ADA/ASR actuators

SM - Universal limit switches IP 65

ROTARY ACTUATORS
accessories for rotary actuators 

LIMIT SWITCHES

Material: plastic

Material: aluminium

Material: aluminium
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